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	 WATER SUPPLY & PRESSURE PUMPS

Variable Speed Drive
No. of Impellers
Nominal Flow-rate m3/h

Hyjet Pump Type

(Dual) Pump Set

IDENTIFICATION CODES  
2P HMV 5-7-E1

CONSTRUCTION FEATURES
• 2 x HMV Series vertical multistage electric pumps.
• �Stainless steel suction and delivery manifolds, 

threaded with outlets for pressures sensors and 
pressure tanks.

• �Unit base and support for control panel in  
galvanised steel.

• �One check valve for each electric pump, installed 
on delivery side.

• �Ball valves with pipe union installed on suction 
side and delivery side of each electric pump.

• �One pipe stub for each electric pump, installed on 
suction side.

• Pressure gauge with radial connection.
• �2 x E Series VSD with set parameters in  

accordance to the connected pump.
• �Pressure sensor connected on the output  

manifold and electrically connected to VSD.
• On request: Pressure tanks 8 litre – 100 litre

VSD CONTROLLERS AND CONNECTION
• �Control box with main switches (one for each pumping 

unit) to switch off the system, in IP55 insulation grade.
• �2 x VSD directly mounted on board of the pumps with 

pre-set parameters in accordance to the connected 
pump; available solution with E1 VSD (for pumps up to 
2kW with single phase input voltage) or with E109 –  
E385 VSD (single phase input voltage up to 3 kW and 
with three phase input voltage up to 45 kW. (See VSD 
specifications on pages 107-109)�
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A B D E F G H
2P-HMV3-7-E1 660 520 610 30 300 30 50 50mm 40mm
2P-HMV3-9-E1 660 520 610 30 300 30 50 50mm 40mm
2P-HMV5-7-E1 660 520 610 30 300 30 50 50mm 40mm

2P-HMV5-10-E114 660 520 610 30 300 30 50 50mm 40mm
2P-HMV9-6-E114 785 566 715 30 300 30 80 65mm 50mm
2P-HMV9-7-E309 785 566 715 30 300 30 80 65mm 50mm
2P-HMV9-10-E311 785 566 715 30 300 30 80 65mm 50mm
2P-HMV18-4-E114 840 566 760 30 300 30 90 80mm 65mm
2P-HMV18-6-E311 840 566 760 30 300 30 90 80mm 65mm
2P-HMV18-9-E318 840 566 760 30 300 30 90 80mm 65mm

DIMENSIONS

MODEL DIMENSIONS (mm) DNA DNM
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	 WATER SUPPLY & PRESSURE PUMPS

MODEL AMPS

0 20 40 60 80 120 160

2P-HMV3-7-E1 1.5 1.1 6.4 80.1 77.7 74.2 69.1 63.3 48.8 30

2P-HMV3-9-E1 2 1.5 7.7 103 100 95.4 89 81.4 62.7 38.6

2P-HMV3 TECHNICAL DATA
P2

(HP) (kW) 230V/50Hz H (m)

Q (L-min)

MODEL AMPS

0 60 80 120 160 200 240 280

2P-HMV5-7-E1 2 1.5 8.7 81 75.5 73 67.4 60.3 51 38.6 21

2P-HMV5-10-E114 3 2.2 11.9 114.2 106.4 102.9 95.2 85.2 72 53.3 30

2P-HMV5 TECHNICAL DATA
P2

(HP) (kW) 230V/50Hz H (m)

Q (L-min)
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0 120 160 200 240 280 320 360 400 440 480 520

(HP) (kW) 230V 415V

2P-HMV9-6-E114 3 2.2 12.5 71.8 64.9 63 59.9 57 53.7 49.7 44.3 37 29.5 20.8 11

2P-HMV9-7-E309 4 3 5.8 83.3 76.7 74.9 71.8 68.3 64.6 60 53.5 44.8 35.9 25.7 14.3

2P-HMV9-10-E311 5.5 4 8.3 122 112.8 110.5 106.5 102.2 97.3 91.6 82.8 70.7 57.1 42.3 26.5

2P-HMV9 TECHNICAL DATA
MODEL P2

H (m)

AMPS Q (L-min)

0 200 240 280 320 360 400 440 480 520 560 600 640 680 720 760 800

(HP) (kW)

2P-HMV18-4-E114 4 3 5.7 47.9 45 44 42.8 41.7 40.5 39.1 37.8 36.6 35.2 33.9 32.2 30.2 28 25.1 22.1 18.1

2P-HMV18-6-E311 5.5 4 8.7 70.5 66.4 65 63.6 62 60.5 58.9 57.2 55.4 53.5 51.5 49.3 46.3 43.3 39.4 34.9 30.4

2P-HMV18-9-E318 9 6.6 12.7 106.4 101.8 100.4 98.6 96.1 93.5 91 88.2 85.5 82.7 79.7 76.2 72.1 66.9 60.8 53.7 46.1

2P-HMV18 TECHNICAL DATA
MODEL P2

H (m)

AMPS Q (L-min)
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