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TYPE E109 E114 E306 E309 E311 E314 E318 E325 E330 E338 E348 E365 E375 E385

Input  
rated voltage

Output  
rated voltage

Output  
rated current

9A 1- 
7A 3-

9A 1- 
11A 3- 6A 3~ 9A 3~ 11A 3~ 14A 3~ 18A 3~ 25A 3~ 30A 3~ 38A 3~ 48A 3~ 65A 3~ 75A 3~ 85A 3~

Output  
rated power

1.1kW 1- 
1.5kW 3-

1.1kW 1- 
3kW 3- 2.2kW 3~ 4kW 3~ 4kW 3~ 5.5kW 3~ 7.5kW 3~ 11kW 3~ 15kW 3~ 18.5kW 3~ 22kW 3~ 30kW 3~ 37kW 3~ 45kW 3~

Max  
motor current

7.2A 1- 
6.3A 3-

7.2A 1- 
9.9A 3- 5.4A 3- 8.1A 3- 9.9A 3- 12.6A 3- 16.2A 3- 22.5A 3- 27A 3- 34.2A 3- 43.2A 3- 58.5A 3- 67.5A 3- 76.5A 3-

Input  
frequency

PWM  
frequency

Control panel

Input analogical 
signals

Input digital 
signals

Communication

2 DOL Auxiliary 
pump contacts

Cooling

Protection 
degree

Assembly

Max ambient 
temperature

Max ambient 
altitude

Input/Output 
feeding cable

Dimensions

1 x 230 V ± 15%

1 x 230 V 
3 x 230 V

3 x 400 V ± 15%

3 x 400 V

50-60 Hz

2.5 - 4 - 6 - 8 -10 -12kHz settable

Backlight LCD with 2 x 16 characters and buzzer / Bluetooth ® SMART 4.0

4 X 4 - 20mA

2

RS485 / Bluetooth ® SMART 4.0

Clean, NO, 230V, Imax, 6A

Auxiliary built-in cooling fan / motor fan

IP55 (IP54 for E 338 <> E 385)

On motor fan cover with kit / hang on wall with Kit

40° C

100 m slm / de-rate 2% each 100m

2 x PG 13.5 + 3 x PG 9

181 x 181 x 228mm 410 x 680 x 260mm260 x 260 x 180mm


